FIGURE CR 5020.998
SHEET 1 OF 3

CR 5020.998

REVISION
10-9-18
SHEET 1 OF 3

Cedar Rapids General
Supplemental Specifications To SUDAS

TYPICAL RESIDENTIAL SERVICE LINE LOCATION

NOTES:
1. REFER TO FIGURE CR 5010.992 WHERE STOP BOX MUST BE INSTALLED IN DRIVEWAY OR SIDEWALK PAVEMENT
NOTES:

1. TAPS ARE MADE WITH INSTALLATION OF MAIN, PRIOR TO HOUSE CONSTRUCTION.

2. INSTALL SERVICE PERPENDICULAR TO RIGHT-OF-WAY FROM MAIN TO 10 FT. INSIDE RIGHT-OF-WAY LINE.

3. DO NOT LOCATE SERVICE UNDER PROPOSED DRIVEWAY FROM STREET TO 10 FT. INSIDE RIGHT-OF-WAY.

4. INSTALL STOP BOX IN PARKWAY. DO NOT LOCATE IN SIDEWALK OR DRIVEWAY PAVEMENT.

5. LOCATE SERVICE NO CLOSER THAN 5 FT. FROM SIDE PROPERTY/LOT LINES.

6. REFER TO CEDAR RAPIDS MUNICIPAL CODE CH. 12 WATER SERVICE, SEC. 12.09.
NOTES:

1. TAPS ARE MADE WITH INSTALLATION OF MAIN, PRIOR TO HOUSE CONSTRUCTION.

2. INSTALL SERVICE PERPENDICULAR TO STRAIGHT LINE (CHORD LINE) BETWEEN FRONT LOT CORNERS TO 10 FT. INSIDE RIGHT-OF-WAY LINE.

3. DO NOT LOCATE SERVICE UNDER PROPOSED DRIVEWAY FROM STREET TO 10 FT. INSIDE RIGHT-OF-WAY.

4. INSTALL STOP BOX IN PARKWAY. DO NOT LOCATE IN SIDEWALK OR DRIVEWAY PAVEMENT.

5. LOCATE SERVICE NO CLOSER THAN 5 FT. FROM SIDE PROPERTY/LOT LINES.

6. REFER TO CEDAR RAPIDS MUNICIPAL CODE CH. 12 WATER SERVICE, SEC. 12.09.