CAST IRON RISER WITH FITTED CAP

SANITARY SEWER CLEANOUT

2-INCH MINIMUM CLEARANCE FROM TOP OF PIPE TO BOTTOM OF COVER.

CLEANOUT INSTALLATION - IN PAVEMENT

SANITARY SEWER MAIN

CLEANOUT LOCATIONS - PLAN VIEW

REMOVABLE METAL CASTING

GROUND ELEVATION

45 ELBOW

45 WYE FITTING

PREFABRICATED FITTING ON SERVICE LINE

SINGLE CLEANOUT

PREFABRICATED FITTINGS ON SERVICE LINE

DOUBLE CLEANOUT

CLEANOUT INSTALLATION - ELEVATION VIEW

FILE NO.: 2300-061
APPROVAL DATE: APRIL 2003
REVISION NO.: 1
REVISION DATE: APRIL 2003

CEDAR RAPIDS METROPOLITAN AREA
STANDARD DETAILS FOR PUBLIC IMPROVEMENTS

SANITARY SEWER CLEANOUTS

2' MAX. FROM FACE OF STRUCTURE OR INSIDE STRUCTURE

CLEANOUT REQUIRED OUTSIDE OF RIGHT-OF-WAY EVERY 100 FT OR WHEN TOTAL DIRECTIONAL CHANGE IS 45 DEGREES OR GREATER, EVEN WHEN MULTIPLE BENDS ARE USED.